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(57) Abstract: The invention relates to a 
device for forming piles of flat deformable 
objects comprising a transferring device 
which receives different objects delivered 
in pockets and supplies said objects to an 
arrangement device. A row of cases moves 
across said arrangement device in such a 
way that different objects are inserted into 
said cases. During insertion, the objects 
receive velocity components in a direction 
of the case displacement, whereas said 
objects are delayed until standstill in the 
previous direction thereof. Braking is 
carried out by a surface contact to the 
case wall or a pre -inserted object in such a 
way that only low compression forces and 
through them deformation forces act upon. 

(57) Zusammenfassung: Eine 
Vorrichtung zur Bildung von Stapeln 
flacher forminstabiler Gegenstande 
enthalt eine Ubergabeeinrichtung, die 
die einzeln angelieferten Gegenstande 
in Taschen aufhimmt und diese einer 
Aufreiheinrichtung zufuhrt. An der 
S telle der Aufreiheinrichtung wird 
eine Reihe von Fachem quer bewegt, 
in die die einzelnen Gegenstande 
eingeschoben werden. Wahrend des 
-Einschiebens erhallen die Gegenstande 
eine Geschwindigkeitskomponente in 
Richtung der Bewegung der Facher, 
wahrend sie in ihrer vorherigen Richtung 
bis auf Stillstand abgebremst werden. Die Abbremsung geschieht durch flachiges Anliegen 
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